
GP-1724T
Desktop Thermal Transfer Label Printer

Affordable, Superior, 

Durability Performance

USB interfaces for 
quick connection

120mm media outlet
support wider media width

203dpi print resolution 
Durable print head

Windows 11



Thermal Transfer Printer Series

 Direct thermal / Thermal transfer

TSPL

203DPI

2~6inch/s(152mm/s)

104mm

DRAM:8MB FLASH:4MB

USB

Monochrome PCX, BMP and other graphics files can be downloaded to FLASH/DRAM

Common single-byte fonts: FONT 0 to FONT 8

1 ~10 times enlargement in portrait and landscape orientation;  0°, 90°, 180°, 270°degree rotation

Continuous, die-cut, fan-fold, black mark

Max.120mm (4.72"), Min.20mm (0.78") 

127mm

Max.0.254mm.  Min.0.06mm

1inch（25.4mm）

Max.67mm

300m

1inch（25.4mm）

Max.110mm，Min.30mm

Outward rolling

  Tear off

Front paper output

DC24V 2.5A

5~40℃, 20~90%RH

-25~55℃，20%~93%RH

2.09kg

275×215×176mm

370×260×235mm

30km

CODE128、EAN128、ITF、CODE39、EAN13、EAN13+2、EAN13+5、EAN8、EAN8+2、
EAN8+5、CODABAR、POSTNET、UPC-A、UPC-A+2、UPC-A+5、UPC-E、UPC-E+2、

UPC-E+5、CPOST、MSI、MSIC、PLESSEY、ITF14、EAN14、QRCODE

GP-1724T
Applications and industries

Washing mark

Jewelry Tags

Price Tags 

Fixed assets labels

Cable labels

Product identification

Shelf Labels
Shipping label
Sample label
E-commerce label
Distribution label
Logistics label

File folder labels

Print mode

Print command

Resolution

Print speed

Print width

Memory

Interface

Graphics

1D Barcode/2D Barcode

Character set

Character enlargement/Rotation

Media type

Media width 

Media roll OD

Media thickness

Media roll core size

Ribbon OD

Ribbon length

Ribbon core size 

Ribbon width

Ribbon rolling up method

Media handling

Media output method

Power supply

Operation condition

Storage condition

Printer weight

Printer dimension

Packing dimension

Print head (reliability)

Zhuhai Howbest Label Printer Co., Ltd.
168 Yile Road, Pingsha Town, Zhuhai , Guangdong

Official website: www.gainscha.net

*Picture for reference only, the appearance is subject to the actual product

Model                                                                 GP-1724T
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